
  

                                       

 

 

 

 

 

 UNIVERSAL KIT for  SMARTPHONE AND SAT-NAV UNIT 

                     MOUNTING  INSTRUCTIONS 

ON THE ORIGINAL METAL CAGE: Remove some metal to                              
allow the “Metal Frame”(C) to fit. ( “  ” = 30mm)    2 

              All installation work must be performed by a qualified professional installer only. The manufacturer / dealer is not liable for any incidental or indirect 

 Place several drops of metal     
glue (eg. Cyanoacrylate)    
against the edge (B) of the  
cage. 

  POSITION METAL FRAME (C) ON THE ORIGINAL CAGE 

   Clamp and allow to dry 

  3 

  1 

  Select best of four positions at 90° 

  DISCARD 

  REMOVE THE ORIGINAL RADIO AND METAL CAGE 

  4 

  INSERT FRONT RADIO FACE if required 

  7 

 NOTE: Ensure all clips 
are fully engaged. 

  I°  

 III° 

 II° 

 SECURELY FIX THE CAGE TO THE CAR 

  RE-INSTALL HEAD UNIT, ensuring all connections are made 

  I° 

 II°  

  Select correct Ball-joint arm (Bi or Bii)  
depending on Sat-Nav / Phone  Unit fixings.   5 

  I°  

 II°  

 III° 

  FRONT 

  6   INSERT FACIA ADAPTER PANEL 

   Engage top clips…   I°  

 II°  

 III° 
    ..and lower clips 

A. “ONE DIN” Facia Adapter Panel ” Bi. Ball-joint arm Ø 17 Bii. Ball-joint arm Ø 15 

    C. Metal Frame  

“ TYPICAL USES  ” 

H = 33mm 

H = 18mm 

Phone Holder 


